
บรรณานุกรม 
 
กระทรวงพาณิชย์. ราคาวัสดุก่อสร้าง. (ออนไลน์). แหล่งที่มา: 

http://www.price.moc.go.th/price/struct/index_new.asp. 15 สิงหาคม 2563. 

ประชุม ค าพุฒ, สมหมาย ผิวสอาด, เผ่าพงศ์ นิจจันทร์พันธ์ศรี, ฉันท์ทิพ ค านวณทิพย์, เศกสรรค์ ชู

ทับทิม, มงคล นามลักษณ์, สนธยา ทองอรุณศรี, เลิศลักษณ์ วุฒิสุวรรณ วิสุทธิ์ สีนวล และ สุ

โรจน ์ศรีสินหอม. (2550). รายงานฉบับสมบูรณ์เรื่องการใช้น  ายางพารามาปรับปรุงสมบัติ

ด้านก าลังและการเป็นฉนวนป้องกันความร้อนของคอนกรีตมวลเบาและคอนกรีตบล็อก 

เพื่อพัฒนางานวัสดุก่อสร้างและหนึ่งต าบลหนึ่งผลิตภัณฑ์. คณะวิศวกรรมศาสตร์ 

มหาวิทยาลัยเทคโนโลยีราชมงคลธัญบุรี. 

ปัณณวัฒน์ ปรียานนท์ และ สมโพธิ อยู่ไว. (2557). คุณสมบัติทางวิศวกรรมของแอสฟัลต์คอนกรีต

ปรับปรุงคุณภาพด้วยเศษยางผงและยางพารา. การประชุมวิชาการวิศวกรรมโยธาแห่งชาติ 

ครั งที่ 19, (pp. 1-7). 

ภูวเดช สมาธิมงคล. (2560). การศึกษาผลกระทบของน  ายางข้นต่อคุณสมบัติของมอร์ต้าร์ส าหรับ

งานก่อฉาบ. ปริญญานิพนธ์วิศวกรรมศาสตรบัณฑิต สาขาวิชาวิศวกรรมโยธา, มหาวิทยาลัย

ราชภัฏร าไพพรรณี. 

ส านักงานพัฒนาการวิจัยการเกษตร (องค์การมหาชน). ประวัติยางพารา. (ออนไลน์) แหล่งที่มา : 

http://www.arda.or.th/kasetinfo/south/para/history. 15 สิงหาคม 2563. 

ส านักงานมาตรฐานผลิตภัณฑ์อุตสาหกรรม. (2552). มาตรฐานผลิตภัณฑ์อุตสาหกรรมน  ายางข้น

ธรรมชาติ มอก. 980-2552. ส านักงานมาตรฐานผลิตภัณฑ์อุตสาหกรรม. 

อนันตศักดิ์ แสวงการ และ สุชานาฏ ใจปลอด. (2560). การศึกษาการดูดซึมน  าของท่อคอนกรีต

เสริมเหล็กผสมน  ายางข้น. ปริญญานิพนธ์วิศวกรรมศาสตรบัณฑิต สาขาวิชาวิศวกรรมโยธา, 

มหาวิทยาลัยราชภัฏร าไพพรรณี. 

อรุณี สายนิลค า (2558). ลักษณะสมบัติทางวิศวกรรมของแอสฟัลต์คอนกรีตที่ปรับปรุงด้วย

ยางพาราธรรมชาติ. วิทยานิพนธ์วิศวกรรมศาสตร์มหาบัณฑิต สาขาวิชาวิศวกรรมโยธา, 

มหาวิทยาลัยเชียงใหม่. 



37 
 

ACI Committee 211. (2002 (Reapproved)). Standard Practice for Selecting 

Proportions for Normal, Heavyweight, and Mass Concrete (ACI 211.1-91). 

American Concrete Institute. 

ASTM International. (2001). ASTM C127-01: Standard Test Method for Density, 

Relative Density (Specific Gravity), and Absorption of Coarse Aggregate. 

West Conshohocken, PA: ASTM International. 

ASTM International. (2018). ASTM C33 / C33M-18: Standard Specification for 

Concrete Aggregates. West Conshohocken, PA: ASTM International. 

ASTM International. (2019). ASTM C192 / C192M-19: Standard Practice for Making 

and Curing Concrete Test Specimens in the Laboratory. West 

Conshohocken, PA: ASTM International. 

ASTM International. (2020). ASTM C143 / C143M-20: Standard Test Method for 

Slump of Hydraulic-Cement Concrete. West Conshohocken, PA: ASTM 

International.  

Homwuttiwong, Chindaprasirt & Jaturapitakkul. (2012). Strength and water 

permeability of concrete containing various types of fly ashes and filler 

material. International Journal of Materials Research, 103(8), 1058-1064. 

Kosmatka, S. H., Kerkhoff, B., & Panarese, W. C. (2008). Design and Control of 

Concrete Mixture Fourteenth Edition. United States of America : Portland 

Cement Association. 

Mindess, S., Young, J. F., & Darwin, D. (2003). Concrerte Second Edition. New Jersey : 

Peason Education, Inc. 

RubberDigest. สารเคมีส าหรับรักษาสภาพน  ายางข้น. (ออนไลน์) แหล่งที่มา: 

https://rubberdigest.com/?p=178. 30 กันยายน 2563.  

Sinsiri, Chindaprasirt & Jaturapitakkul. (2010). Influence of fly ash fineness and shape 

on the porosity and permeability of blended cement pastes. International 

Journal of Minerals, Metallurgy, and Materials, 17, 683-690. 



38 
 

Tangchirapat, W. , & Jaturapitakkul, C. (2010). Strength, drying shrinkage, and water 

permeability of concrete incorporating ground palm oil fuel ash. Cement and 

Concrete Composites, 32(10), 767-774. 


